






























































































































































Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP A

. Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof

Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2800 2850 3000 3150 3300
22 2950 3000 3150 3300 3450
24 3050 3150 3300 3450 3600
26 3200 3250 3450 3600 3800
28 3300 3400 3550 3750 3950
30 3450 3500 3700 3900 4100
32 3550 3650 3850 4050 4250

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Conventional Construction
All Floors with Truss Roof

Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2850 2900 3050 3200 3350
22 3000 3050 3200 3350 3500
24 3100 3150 3350 3500 3650
26 3250 3300 3500 3650 3850
28 3350 3450 3600 3800 4000
30 3500 3550 3750 3950 4150
32 3600 3700 3900 4100 4350

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Truss Construction
All Floors and Roof

Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 3550 3600 3700 3850 4000
22 3700 3800 3950 4100 4250
24 3900 4000 4150 4300 4450
26 4100 4200 4350 4550 4700
28 4300 4400 4550 4750 4950
30 4500 4600 4800 5000 5150
32 4700 4800 5000 5200 5400
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP A

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 -
24 2700 2750 2900 3050 3200
26 2850 2850 3050 3200 3350
28 3000 3000 3150 3350 3500
30 3100 3150 3300 3500 3650
32 3250 3250 3450 3650 3850
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- - - ---
22 --- --- --- ---
24 2800 2800 2850 3000 3100
26 2900 2900 3000 3100 3250
28 3050 3050 3150 3250 3400
30 3200 3200 3250 3400 3550
32 3300 3300 3400 3550 3700
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 8 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- - ---
22 --- --- ---
24 2850 2850 2850 2950 3050
26 2950 2950 2950 3050 3150
28 3100 3100 3100 3200 3300
30 3250 3250 3250 3350 3450
32 3350 3350 3350 3500 3600
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

GROUP B: FOUNDATIONS WITH 10-INCH WIDTH STEMWALLS

Foundation Height

B Feet o e A-23
4 Feet ... . e A-26
S Feet .. e e A-29
6 Feet .. e e A-32
T Reet e e A-35
B Feet ... e A-38

To find the allowable soil bearing capacity, follow these steps.

L.

2.

Select the desired foundation height from the pages listed above.

Choose from that page, or the following two pages, the appropriate house type: one-story,
two-story, or one-and-one-half-story.

Choose the table which reflects the proposed type of construction for the floors and roof;
either conventional, truss, or a combination.

Match the proposed building width row with the local ground snow load column to find
the required allowable soil bearing capacity at your site.
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Scil Bearing Capacity (psf)
One-Story: Conventional Floor and
Roof Construction
Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1400 1450 1550 1650 1800
22 1500 1550 1650 1750 1900
24 1550 1600 1750 1850 2000
26 1650 1700 1800 1950 2100
28 1700 1750 1900 2050 2200
30 1800 1850 2000 2150 2300
32 1850 1900 2100 2250 2400
Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Truss Roof Construction
Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1450 1500 1600 1700 1800
22 1500 1550 1700 1800 1900
24 1600 1650 1750 1900 2050
26 1650 1700 1850 2000 2150
28 1750 1800 1950 2100 2250
30 1800 1900 2050 2200 2350
32 1900 1950 2150 2300 2450
Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss Floor Construction
Truss Roof Construction
Foundation Height 3 Ft., Foundation Width 10 In,
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1750 1800 1900 2000 2100
22 1850 1900 2000 2150 2250
24 1950 2000 2150 2250 2400
26 2050 2100 2250 2400 2550
28 2150 2200 2350 2500 2650
30 2250 2350 2500 2650 2800
32 2400 2450 2600 2800 2950
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof
Foundation Height 3 Ft., Foundation Width 10 In.

Building Snow Load (psf)
Width (ft) 20 30 : 40 50 60
20 1750 1800 1900 2000 2100
22 1850 1900 2000 2150 2250
24 1950 2000 2150 2250 2400
26 2050 2100 2250 2400 2500
28 2150 2200 2350. 2500 2650
30 2250 2300 2450 2600 2800
32 2350 2400 2550 2750 2900

Required Allowable Soii Bearing Capacity (psf)

Two-Story: Conventional Construction
All Floors with Truss Roof

Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1800 1800 1950 2050 2150
22 1900 1950 2050 2150 2300
24 2000 2050 2150 2300 2400
26 2100 2150 2300 2400 2550
28 2200 2250 2400 2550 2700
30 2300 2350 2500 2650 2800
32 2400 2450 2600 2800 2950

Required Allowable-Soil Bearing Capacity (psf)

Two-Story: Truss Construction
All Floors and Roof

Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2300 2350 2450 2600 2700
22 2450 2500 2650 2750 2900
24 2650 2700 2800 2950 3050
26 2800 2850 3000 3100 3250
28 2950 3000 3150 3300 3450
30 3100 3150 3300 3500 3650
32 3250 3300 3500 3650 3800
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- - - ---
22 --- --- --- --
24 1650 1700 1800 1950 2050
26 1800 1800 1900 2050 2150
28 1900 1900 2050 2150 2300
30 2000 2000 2150 2300 2450
32 2100 2100 2250 2400 2550
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- - --- - ---
22 --- --- --- --- ---
24 1750 1750 1800 1900 1950
26 1850 1850 1900 2000 2100
28 1950 1950 2000 2100 2200
30 2050 2050 2100 2200 2350
32 2150 2150 2200 2350 2450
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 3 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- - ---
22 --- - --- - ---
24 1750 1750 1750 1850 1900
26 1850 1850 1850 1950 2050
28 2000 2000 2000 2050 2150
30 2100 2100 2100 2150 2250
32 2200 2200 2200 2300 2400
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Appendix:

DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)

One-Story: Conventional Floor and
Roof Construction

Foundation Height 4 Ft., Foundation Width 10 In.

Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1550 1600 1700 1800 - 1950
22 1650 1700 1800 1900 2050
24 1700 1750 1900 2000 2150
26 1800 1850 1950 2100 2250
28 1850 1900 2050 2200 2350
30 1950 2000 2150 2300 2450
32 2000 2050 2250 2400 2550

Required Allowable Soil Bearing Capacity (psf)

One-Story: Conventional Floor and
Truss Roof Construction

Foundation Height 4 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1600 1650 1750 1850 1950
22 1650 1700 1850 1950 2050
24 1750 1800 1900 2050 2200
26 1800 1850 2000 2150 2300
28 1900 1950 2100 2250 2400
30 1950 2050 2200 2350 2500
32 2050 2100 2300 2450 2600

Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss. Floor Construction
Truss Roof Construction

Foundation Height 4 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1900 1950 2050 2150 2250
22 2000 2050 2150 2300 2400
24 2100 2150 2300 2400 2550
26 2200 2250 2400 2550 2700
28 2300 2350 2500 2650 2800
30 2400 2500 2650 2800 2950
32 2550 2600 2750 2950 3100
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof
Foundation Height 4 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (fr) .20 30 40 50 60
20 1900 1950 2050 2150 2250
22 2000 2050 2150 2300 2400
24 2100 2150 2300 2400 2550
26 2200 2250 2400 2550 2650
28 2300 2350 2500 2650 2800
30 2400 2450 2600 2750 2950
32 2500 2550 2700 2900 3050

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors with Truss Roof
Foundation Height 4 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 1950 1950 2100 2200 2300
22 2050 2100 2200 2300 2450
24 2150 2200 2300 2450 2550
26 2250 2300 2450 2550 2700
28 2350 2400 2550 2700 2850
30 2450 2500 2650 2800 2950
32 2550 2600 2750 2950 3100

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Truss Construction
All Floors and Roof
Foundation Height 4 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 2450 2500 2600 2750 2850
22 2600 2650 2800 2900 3050
24 2800 2850 2950 3100 3200
26 2950 3000 3150 3250 3400
28 3100 3150 3300 3450 3600
30 3250 3300 3450 3650 3800
32 ' 3400 3450 3650 3800 3950
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 4 Ft., Foundation Width 10 In.

Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- -
22 --- ---
24 1800 1850 1950 2100 2200
26 1950 1950 2050 2200 2300
28 2050 2050 2200 2300 2450
30 2150 2150 2300 2450 2600
32 2250 2250 2400 2550 2700
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope

Foundation Height 4 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- --- ---
22 --- --- --- ---
24 1900 1900 1950 2050 2100
26 2000 2000 2050 2150 2250
28 2100 2100 2150 2250 2350
30 2200 2200 2250 2350 2500
32 2300 2300 2350 2500 2600

Required Allowabie Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope

Foundation Height 4 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- --- -
22 --- - --- --- ---
24 1900 1900 1900 2000 2050
26 2000 2000 2000 2100 2200
28 2150 2150 2150 2200 2300
30 2250 2250 2250 2300 2400
32 2350 2350 2350 2450 2550
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Roof Construction
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1700 1750 1850 1950 - 2100
22 1800 1850 1950 2050 2200
24 1850 1900 2050 2150 2300
26 1950 2000 2100 2250 2400
28 2000 2050 2200 2350 2500
30 2100 2150 2300 2450 2600
32 2150 2200 2400 2550 2700
Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Truss Roof Construction
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 1750 1800 1900 2000 2100
22 1800 1850 2000 2100 2200
24 1900 1950 2050 2200 2350
26 1950 2000 2150 2300 2450
28 2050 2100 2250 2400 2550
30 2100 2200 2350 2500 2650
32 2200 2250 2450 2600 2750
Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss Floor Construction
Truss Roof Construction
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2050 2100 2200 2300 2400
22 2150 2200 2300 2450 2550
24 2250 2300 2450 2550 2700
26 2350 2400 2550 2700 2850
28 2450 - 2500 2650 2800 2950
30 2550 2650 2800 2950 3100
32 2700 2750 2900 3100 3250
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof
Foundation Height 5 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 2050 2100 2200 2300 2400
22 2150 2200 2300 2450 2550
24 2250 2300 2450 2550 2700
26 2350 2400 2550 2700 2800 .
28 2450 2500 2650 2800 2950
30 2550 2600 2750 2900 3100
32 2650 2700 2850 3050 3200

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors with Truss Roof
Foundation Height S Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 2100 2100 2250 2350 2450
22 2200 2250 2350 2450 2600
24 2300 2350 2450 2600 2700
26 2400 2450 2600 2700 2850
28 2500 2550 2700 2850 3000
30 2600 2650 2800 2950 3100
32 2700 2750 2900 3100 3250

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Truss Construction
All Floors and Roof
Foundation Height § Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) .20 30 40 50 60
20 2600 2650 2750 2900 3000
22 2750 2800 2950 3050 3200
24 2950 3000 3100 3250 3350
26 , 3100 3150 3300 3400 3550
28 3250 3300 3450 3600 3750
30 3400 3450 3600 3800 3950
32 3550 3600 3800 3950 4100
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 - - - .- -
22 --- --- ---
24 1950 2000 2100 2250 2350
26 2100 2100 2200 2350 2450
28 2200 2200 2350 2450 2600
30 2300 2300 2450 2600 2750
32 2400 2400 2550 2700 2850
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- ---
22 - --- --- --- ---
A4 2050 2050 2100 2200 2250
26 2150 2150 2200 2300 2400
28 2250 2250 2300 2400 2500
30 2350 2350 2400 2500 2650
32 2450 2450 2500 2650 2750
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 5 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- - - --- ---
22 - - - - ---
24 2050 2050 2050 2150 2200
26 2150 2150 2150 2250 2350
28 2300 2300 2300 2350 2450
30 2400 2400 2400 2450 2550
32 2500 2500 2500 2600 2700

A-32




Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Roof Construction
Foundation Height 6 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 1850 1900 2000 2100 2250
22 1950 2000 2100 2200 2350
24 2000 2050 2200 2300 2450
26 2100 2150 2250 2400 2550
28 2150 2200 2350 2500 2650
30 2250 2300 2450 2600 2750
32 2300 2350 2550 2700 2850

Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Truss Roof Construction
Foundation Height 6 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 1900 1950 2050 2150 2250
22 1950 2000 2150 2250 2350
24 2050 2100 2200 2350 2500
26 2100 ’ 2150 2300 2450 2600
28 2200 2250 2400 2550 2700
30 2250 2350 2500 2650 2800
32 2350 2400 2600 2750 2900

Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss Floor Construction
Truss Roof Construction
Foundation Height 6 Ft., Foundation Width 10 In.

Building Snow Load (psf)

Width (ft) 20 30 40 50 60
20 2200 2250 2350 2450 2550
22 2300 2350 2450 2600 2700
24 2400 2450 2600 2700 2850
26 2500 2550 2700 2850 3000
28 2600 2650 2800 2950 3100
30 2700 2800 2950 3100 - 3250
32 2850 2900 3050 3250 3400
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof

Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2200 2250 2350 2450 2550
22 2300 2350 2450 2600 2700
24 2400 2450 2600 2700 2850
26 2500 2550 2700 2850 2950
28 2600 2650 2800 2950 3100
30 2700 2750 2900 3050 3250
32 2800 2850 3000 3200 3350

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Conventional Construction
All Floors with Truss Roof

Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2250 2250 2400 2500 2600
22 2350 2400 2500 2600 2750
24 2450 2500 2600 2750 2850
26 2550 2600 2750 2850 3000
28 2650 2700 2850 3000 3150
30 2750 2800 2950 3100 3250
32 2850 2900 3050 3250 3400

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Truss Construction
. All Floors and Roof

Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2750 2800 2900 3050 3150
22 2900 2950 3100 3200 3350
24 3100 3150 3250 3400 3500
26 3250 3300 3450 3550 3700
28 3400 3450 3600 3750 3900
30 3550 3600 3750 3950 4100
32 3700 3750 3950 4100 4250
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Halif-Story
8 in 12 Roof Slope
Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- -
22 ~-- ---
24 2100 2150 2250 2400 2500
26 2250 2250 2350 2500 2600
28 2350 2350 2500 2600 2750
30 2450 2450 2600 2750 2900
32 2550 2550 2700 2850 3000
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- - - .-
22 --- --- --- ---
24 2200 2200 2250 2350 2400
26 2300 2300 2350 2450 2550
28 2400 2400 2450 2550 2650
30 2500 2500 2550 2650 2800
32 2600 2600 2650 2800 2900
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 6 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 - --- --- --- -
22 - == - --- ---
24 2200 2200 2200 2300 2350
26 2300 2300 2300 2400 2500
28 2450 2450 2450 2500 2600
30 2550 2550 2550 2600 2700
32 2650 2650 2650 2750 2850
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Roof Construction
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) ) 20 30 40 50 60
20 2000 2050 2150 2250 2400
22 2100 2150 2250 2350 2500
24 2150 2200 2350 2450 2600
26 2250 2300 2400 2550 2700
28 2300 2350 2500 2650 2800
30 2400 2450 2600 2750 2900
32 2450 2500 2700 2850 3000
Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Truss Roof Construction
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2050 2100 2200 2300 2400
22 2100 2150 2300 2400 2500
24 2200 2250 2350 2500 2650
26 2250 2300 2450 2600 2750
28 2350 2400 2550 2700 2850
30 2400 2500 2650 2800 2950
32 2500 2550 2750 2900 3050
Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss Floor Construction
Truss Roof Construction
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2350 2400 2500 2600 2700
22 2450 2500 2600 2750 2850
24 2550 2600 2750 2850 3000
26 2650 2700 2850 3000 3150
28 2750 2800 2950 3100 3250
30 2850 2950 3100 3250 3400
32 3000 3050 3200 3400 3550
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Appendix:

DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction

All Floors and Roof

Foundation Height 7 Ft., Foundation Width 10 In.

Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2350 2400 2500 2600 2700
22 2450 2500 2600 2750 2850
24 2550 2600 2750 2850 3000
26 2650 2700 2850 3000 3100
28 2750 2800 2950 3100 3250
30 2850 2900 3050 3200 3400
32 2950 3000 3150 3350 3500
Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors with Truss Roof

Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2400 2400 2550 2650 2750
22 2500 2550 2650 2750 2900
24 2600 2650 2750 2900 3000
26 2700 2750 2900 3000 3150
28 2800 2850 3000 3150 3300
30 2900 2950 3100 3250 3400
32 3000 3050 3200 3400 3550

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Truss Construction
All Floors and Roof

Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2900 2950 3050 3200 3300
22 3050 3100 3250 3350 3500
24 3250 3300 3400 3550 3650
26 3400 3450 3600 3700 3850
28 - 3550 3600 3750 3900 4050
30 3700 3750 3900 4100 4250
32 3850 3900 4100 4250 4400
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- -
22 --- --- - -
24 2250 2300 2400 2550 2650
26 2400 2400 2500 2650 2750
28 2500 2500 2650 2750 2900
30 2600 2600 2750 2900 3050
32 2700 2700 2850 3000 3150
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- --- --- ---
22 --- --- --- -e- ---
24 2350 2350 2400 2500 2550
26 2450 2450 2500 2600 2700
28 2550 2550 2600 2700 2800
30 2650 2650 2700 2800 2950
32 2750 2750 2800 2950 3050
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 7 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 - --- - - ---
22 --- - --- --- ---
24 2350 2350 2350 2450 2500
26 2450 2450 2450 2550 2650
28 2600 2600 2600 2650 2750
30 2700 2700 2700 2750 2850
32 2800 2800 2800 2900 3000
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B
Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Roof Construction
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) =20 30 40 50 60
20 2150 2200 2300 2400 2550
22 2250 2300 2400 2500 2650
24 2300 2350 2500 2600 2750
26 2400 2450 2550 2700 2850
28 2450 2500 2650 2800 2950
30 2550 2600 2750 2900 3050
32 2600 2650 2850 3000 3150
Required Allowable Soil Bearing Capacity (psf)
One-Story: Conventional Floor and
Truss Roof Construction
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 .40 50 60
20 2200 2250 2350 2450 2550
22 2250 2300 © 2450 2550 2650
24 2350 2400 2500 2650 2800
26 2400 2450 2600 2750 2900
28 2500 2550 2700 2850 3000
30 2550 2650 2800 2950 3100
32 2650 2700 2900 3050 3200
Required Allowable Soil Bearing Capacity (psf)
One-Story: Truss Floor Construction
Truss Roof Construction
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2500 2550 2650 2750 2850
22 2600 2650 2750 2900 3000
24 2700 2750 2900 3000 3150
26 2800 2850 3000 3150 3300
28 2900 2950 3100 3250 3400
30 3000 3100 3250 3400 3550
32 3150 3200 3350 3550 3700
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Appendix: DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
Two-Story: Conventional Construction
All Floors and Roof

Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) .20 30 40 50 60
20 2500 2550 2650 2750 2850
22 2600 2650 2750 2900 3000
24 2700 2750 2900 3000 3150
26 2800 2850 3000 3150 3250
28 2900 2950 3100 3250 3400
30 3000 3050 3200 3350 3550
32 3100 3150 3300 3500 3650

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Conventional Construction
All Floors with Truss Roof

Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 2550 2550 2700 2800 2900
22 2650 2700 2800 2900 3050
24 2750 2800 2900 3050 3150
26 2850 2900 3050 3150 3300
28 2950 3000 3150 3300 3450
30 3050 3100 3250 3400 3550
32 3150 3200 3350 3550 3700

Required Allowable Soil Bearing Capacity (psf)

Two-Story: Truss Construction
All Floors and Roof

Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 3050 3100 3200 3350 3450
22 3200 3250 3400 3500 3650
24 3400 3450 3550 3700 3800
26 3550 3600 3750 3850 4000
28 3700 3750 3900 4050 4200
30 3850 3900 4050 4250 4400
32 4000 4050 4250 4400 4550
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Appendix:

DESIGN TABLES FOR STEMWALL FOUNDATIONS, GROUP B

Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
8 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 - 40 50 60
20 --- -—-
22 --- --- --- -
24 2400 2450 2550 2700 2800
26 2550 2550 2650 2800 2900
28 2650 2650 2800 2900 3050
30 2750 2750 2900 3050 3200
32 2850 2850 3000 3150 3300
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
10 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- - - ~e-
22 --- - --- --- ---
24 2500 2500 2550 2650 2700
26 2600 2600 2650 2750 2850
28 2700 2700 2750 2850 2950
30 2800 2800 2850 2950 3100
32 2900 2900 2950 3100 3200
Required Allowable Soil Bearing Capacity (psf)
One-and-One-Half-Story
12 in 12 Roof Slope
Foundation Height 8 Ft., Foundation Width 10 In.
Building Snow Load (psf)
Width (ft) 20 30 40 50 60
20 --- --- - --- ---
22 --- --- --- - ---
24 2500 2500 2500 2600 2650
26 2600 2600 2600 2700 2800
28 2750 2750 2750 2800 2900
30 2850 2850 2850 2900 3000
32 2950 2950 2950 3050 3150
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